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PROGRAMMING PROCEDURE | PROCÉDURE DE PROGRAMMATION

RELEASE

Release the button at the exact time you see just the 
RED LED light up:

TECH TIP:
If you released the button at the wrong time, 
disconnect the 4-Pin plug and repeat step 1.

Next, plug in the remaining 3 connectors into their 
corresponding color plugs on the module:

The system is now ready for the system-to-vehicle 
programming procedure.

CETTE PROGRAMMATION EST POUR LES 
FORD 40BITS
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2
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Press & hold in the small black programming push-button on 
the side of the module: While still holding the button in, plug 
in the small black 4-PIN plug into the module:

While still holding the button in, you will see the LEDs on the 
module begin to alternately flash:

HOLD

Vehicle: 2010 - 2014 Ford Mustang
All T-Harness connections must be plugged into 

the vehicle prior to performing
the following procedures:

STEPS 1-3: MODULE ACTIVATION: DO NOT plug anything into the module until instructed to do so.

2 OEM Keys Required for
System-to-Vehicle Programming

Designate either Key to be Key #1

1    2

(A hard-copy of this procedure is included with system purchase)
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Beginning with the key you designated as key #1, turn the 
Ignition ON to the last position the ignition can be in without 
starting the vehicle:

Soon as you hear the vehicle's 
key chime, Wait for 3-5 seconds:

Then turn the ignition OFF and remove the 1st key:

Within 5 seconds begin step 5:

4

TIME SENSITIVE PROCEDURE: Please read the following steps 4-6 to familiarize yourself with the process before attempting.

STEPS 4-6: SYSTEM-TO-VEHICLE PROGRAMMING: 
Begin the below procedure without a key in the ignition and with the driver's door open. 

Do not place a key into the ignition until instructed to do so.

The driver's door 
must remain open 

for steps 4-6
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Using the key you designated as key #2, again, turn the 
Ignition ON to the last position the ignition can be in without 
starting the vehicle:

And again, as soon as you hear the vehicle's key chime,
Wait for 3-5 seconds:

Then turn the ignition OFF and remove the 2nd key:

Within 5 seconds begin step 6:
PPUUSSHH

6

Press and release the programming button 1 time:

In response, you will see the vehicle's ignition 
automatically turn ON: Now watch the LED on the module:

Ignition ON

 You will see just the RED LED flash rapidly 10 times:
This response confirms T-harness connections to ignition and
steps 1-3 and 4-6 were initiated successfully.

 Then just the BLUE LED will begin to flash rapidly. This
response confirms OBD2 T-harness connections.

5 SEC. MAX

Time Sensitive Procedure: The following step must be completed within 5 seconds 
after Step 5. If time elapsed, disconnect all plugs from the module and go back to step 1.

Then you will see the ignition automatically turn OFF. 
The system is now programmed to the vehicle.

Test remote start activation.Ignition OFF

TECH TIP:
If the LED is Solid RED this 
indicates steps 1-3 were 
not performed correctly.

FLASH 10XIGNITION ON

FLASH 10X
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SYSTEM MODEL: F4-2K
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